SP6005IP4

Micronet

Making Communication Easier

5-port 10/100Mbps Unmanaged Industrial Switch

with 4-port PoE

Micronet's Unmanaged Industrial Ethernet Switch, SP6005IP4, offers high reliability , speed and security to make

sure the robust industrial-grade operation in harsh environments such as ITS (Intelligent Transportation Systems),

MRT Station Automation, Hospitality, and Factory Assembly Line Automation, etc. The switch provides DIN-rail

mountable and wall mountable installation, one 10/100M Fast Ethernet port and four 10/100M Fast Ethernet

ports with PoE. Besides, the wide operating temperature ensures the network works in harsh environment. The

DC input provides 48V, with the redundant power input and removable terminal block features, and it minimizes

the possibility on failure induced by power instability.
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5-port 10/100Mbps Unmanaged Industrial Switch with 4-port PoE

SPECIFICATION

Model SP6005IP4
Standard IEEE 802.3, 802.3u, 802.3x, 802.3af
Interface 4 x 10/100Mpbs RJ-45 ports with PoE

1 x 10/100Mpbs RJ-45 port

Transfer Rate

14,880pps for Ethernet port
148,800pps for Fast Ethernet port

MAC Address Table

2K

Hardware

Back-plane (Switching Fabric): 1Gbps
Packet throughput ability (Full-Duplex): 1.488Mpps @64bytes
Memory Buffer: 448Kbits

Environment

Operating Temperature: -10 ~ 60°C
Operating Humidity: 5 ~ 95% (Non-Condensing)

Power DC 48V Redundant Power

3.4Watts (without PoE); 57Watts (Full load with PoE)
Dimension 30 x 95 x 140 mm
Emission CE, FCC

Stability Testing

IEC60068-2-6 (Vibration), IEC60068-2-27 (Shock), IEC60068-2-32 (Free Fall)

The product specifications are subject to change without prior notice
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5-port 10/100Mbps Unmanaged Industrial Switch with 4-port PoE
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COMPANION PRODUCTS

Consider the following Micronet products
as a factor in your network planning.
Ethernet Switch

Industrial Ethernet

IP Surveillance

Wireless LAN

VDSL - ADSL and Broadband

IP Telephony

KVM Switch

Network Appliance

Structured Cabling System
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