
Full HD and Plug&Play

Network Video 
Recording Solution
Crystal clear video of 1080P Full HD 2 Mega pixels resolution, 
and Do-It-Yourself easy installation by automatic system setup
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Secured via



Micronet Network Video
using your existing network infrastructure, connect up 

to six Micronet IP network cameras, you’re ready to 

monitor and record the activities.

With the advanced digital processing design, the 

Micronet SP5736P NVR is able to record up to 6 

channels 1080P Full HD video at 30 fps. The design of 

local HDMI port and 10/100 Mbps uplink port make the 

monitoring very easy via the local display, or even 

remotely from anywhere via LAN or Internet.

Particularly, the installation is very easy. The system is 

designed with automatic system configuration. Simply 

plug-in the cameras, the system will automatically 

play, monitor and record.

From plug-and-play, local display, remote access, 

motion detection, advanced event management, 

power-over-Ethernet, superior image quality and 

effective evidence, Micronet NVR solution offers 

advanced capabilities all in a maintenance-free 

package.

                 Fig.2 Front-side of SP5736P NVR 

                 Fig.3 Rear-side of SP5736P NVR

Monitoring and Recording 
with the Highest Resolution
Micronet Network Video Recording System features 

with Full HD quality video and plug-and-play simple 

installation. The crystal clear video, ease of use and 

stability make the Micronet NVR system the perfect 

surveillance solution for banks, hotels, shops, schools, 

clinics, offices and any facility where the security is a 

priority.

The core of the Micronet network video recording 

solution is the innovative Micronet SP5736P Network 

Video Recorder. No need for any coaxial cable. Simply 

Secured via Micronet
The demand for small-scale network video surveillance 

in retail shops, banks, hotels and many other kinds of 

public areas is growing for security purpose. The 

Micronet network video recording solution helps you in 

many ways:

 Prevent shoplifting, thefts and intruders

 Enhance people safety and property security

 Verify intruder break-ins and eliminate false   

 alarms

 Clearly see anything, anytime from any where

 Provide effective evidence

Network Video Recording Solution
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Fig.1 Micronet network video recording solution 

in classroom, bank, shop, hospital and etc.



Recording Solution
Key Features

 Scheduled, manual and triggered recordings

 and easy event search, let you jump right to the  

 activated motion detection video clips

 Simultaneous live viewing, recording and playback  

 of recorded video

 Central Management Software (CMS) to access  

 and manage 2 or more NVR locally or remotely 

 Mobile Surveillance, free mobile app for iPhone,  

 iPad and Android to access from anywhere

 Language support in English, French, German,  

 Chinese Japanese, and more

 Superior quality video, 1080P Full HD 2 Mega pixel  

 resolution, live viewing and playback, 500%   

 sharper than standard definition

 Works with Micronet or Onvif compliant IP   

 cameras

 Easy Do-it-Yourself IP camera Plug-&-Play   

 installation, by automatic system configuration

 Power over Ethernet, delivering to cameras the  

 data and electrical power on the same cable

 Local display live view in Full HD via HDMI port

 USB mouse, keyboard, thumb drive, 10/100 Mbps  

 uplink port and Alarm I/O support.

The Micronet SP5736P Network Video Recorder offers the following benefits: 
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SP5736P Network Video Recorder In Control Room
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Mangement Software
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Fig.4 A store using Micronet network video recording solution.
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Technical Notes

Full HD 
1080P HDTV High Definition video provides a resolution of 1920×1080 

(2.1 megapixel), much clearer image and sharper object recognition. 

The Micronet SP5736P NVR is designed with powerful digital 

processing capability, able to process, display and record 6 channels of 

Full HD 30 fps (frames per second) video. With such superior video 

quality, Micronet SP5736P NVR is a superior choice to provide 

effective evidence when necessary.

Power over Ethernet (PoE)
Power over Ethernet or PoE describes delivering electrical power along with data 

on Ethernet cabling. Micronet SP5736P NVR provides 6 PoE ports of standard 

IEEE802.3at, which provide the power to the network cameras connected along 

the same Ethernet cable. The PoE design provides not only the significant 

cost-saving in cabling, but also the convenience for the camera installation where 

the power outlet is not available nearby. Besides, if the NVR is backed up with an 

Uninterruptible Power Supply (UPS), the attached camera is able to operate 

even when there is a power failure. Besides, the PoE design keeps all 6 network 

cameras always in same order sequence after every system restart.

Plug&Play
Auto Setup

Plug Play&

Step1 Step2 Step3
Mount camera Plug them into the 

NVR,turm it on
System automatically 
start recording

Power Data

Camera

UPS(Uninterruptible Power Supply)

SP5736P Network Video Recorder

Power
Uplink

PoE Max
Alarm Record

Link

EP

www.micronet.com.tw03 

The advanced plug and play with system auto setup and 

embedded PoE switch gives you the easiest IP camera setup 

experience ever. Once IP cameras are connected to NVR, 

system will search and add the plugged-in IP cameras and 

start monitoring and recording. No more aggravating IP setup, 

NVR can be just as easy as DVR. You can also do it yourself!

1080P 720P

D1 Analog

SP5736P 
Network Video Recorder

System
Micronet NVR

Open
Full HD 1080P @ 30fps, 2 Mega-Pixel

Yes
Yes

Easy(Ethernet cable)

Power and Plug & Play

Low(Ethernet cable)

Close
D1
No
No

Hard(Coaxial cable and 
power outlet)

No

High(Coaxial cable)

DVR

Image Quality
Audio
P/T/Z

Equipment Expansion

Power Over Ethernet
Compatible, provide backup power to 

the system for non-stop monitoring 
and recording while blackout

No, system stops monitoring and 
recording while blackout UPS(Uninterruptible Power Supply)

Installation costs

Micronet NVR v.s. Traditional DVR
Micronet SP5736P network video recorder provides the significant advantages as comparing with traditional DVR.
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General Specification
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COMPANION PRODUCTS

Consider the following Micronet products 
as a factor in your network planning.

Ethernet Switch

Industrial Ethernet

IP Surveillance

Wireless LAN 

VDSL• ADSL and Broadband 

IP Telephony 

KVM Switch 

Network Appliance

Structured Cabling System
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About Micronet Communications

Micronet, founded in 1992, focuses on 
developing, manufacturing and marketing 
network product solutions, including wired 
and wireless network infrastructure and 
video surveillance. Based in Taiwan, 
Micronet cooperates with worldwide 
partners in more than 100 countries. For 
more information about Micronet, please 
visit our website at www.micronet.com.tw. 
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